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Model Name 10G512 10G514 10G518 10G516
CPU(RISC with MMU) 150MHz 266MHz 266MHz 266MHz
Flash Memory 18M Bytes 10M Bytes 10M Bytes 10M Bytes
SDRAM 64M Bytes 128M Bytes 128M Bytes 128M Bytes
EEPROM 2K Bytes 8K Bytes

Ethernet(RJ45 Connector)

Dual 10/100M Fast-Ethernet Auto-detection

Network Protocol

TCP, UDP, HTTP, DHCP Client, ICMP, ARP, Telnet

Watch Dog Timer

60-second software auto-reset(Customization) ; 1 second real-time clock built-in

Serial Port
2-Port 4-Port 8-Port 16-Port
(DB9 Male Connector)
Serial Interface RS-232/422/485 software selectable
Date rate 1200 bps ~ 921 Kbps, Support user define baud rate
Data bits 5,6,7,8

Serial Communication

Parity Check

None, Even, Odd, Space, Mark

Stop bits

1,2

Flow Control

None, XON/XOFF, RTS/CTS

Power Input

DC 9 ~ 30V
Connector: 3-pin TB

DC 9 ~ 30V

Connector: DC Jack AC 100 ~ 260V

Operation Temp. 0to60°C
Storage Temp. -40t085°C
Humidity 5~95%RH

Dimension(W x H x D)

99x35x108.5mm

466.8x 76 x 221 mm  (with ears)

197 x 37 x 112mm )
438 x 76 x 221 mm  (without ears)

Configuration

Web Browser, Telnet, Serial console, Windows-based Utility

HEE=Hi
* 10G512
* 10G514
* 10G518

28R DII8 » RS-232/422/485 TlBBENES R
4SBTIB » RS-232/422/485 T]iE\B#NELRIE
8EBIIIR » RS-232/422/485 T35 BENEL RIS

%
= |0G516 165B7Ii8 » RS-232/422/485 O3B BHNELRI2

" US315-12
= USE315-12
= 1A25F(US)
= 1A25F(EU)
= DK-25

DC Jack ; 9J#8Tt
DC Jack ; 9J#8T
DIN Rail kit For MG512

TB3=EJRE|IRIETE ; For MG512 (RES)
TB3BVREIRIEGR ; For MG512 (REE)
; For MG514 (GRE8)
; For MG514 (GZ88)
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